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Dimensiones y conexiones
Dimensions and wiring

461 396

OK ‘ , ,
Caracteristicas = ! au | M u
Characteristics o H j \
Tension Trifasica 230/400V 50Hz 27 % %
Voltage 3-phase 230/400V 50Hz B | L s 20 I O . -,,F
Tipo motor 1V . 7 - °
Motor type s P44 olF | | \ /
Velocidad 6 polos t } t f
Speed 6 poles : 456
Potencia motor
Motor power Toow 3/400V/50Hz | T T T ST SR
Intensidad absorbida maxima g 554 75 A ; 2 2 8 9 ZI=3 5
Maximum absorbed current e olv S g 8 9 H &= L
Condensador &, 5§ 2| %R
Capacitor
Temperatura del aire 212122 8 8 8
Q|lo|@| @
Air temperature -20°C<T<+50°C PT PT R S T L
"3/400V/50Hz B
Pes-o 28,6 kg 3/230V/50Hz ugz U= VERDE | GREEN
Weight A AT
e - B o Y=RO0JO/ RED
Cédigo ventilador V760001 e > W= GRIS GREY
Fan c°de number --------- (MP) PROTECCION INTERNA / INTERNAL PZI:ONTEEGCT'IOOINBLACK b=3
Ilc/l?)(:(i)?")c:)n;etzzmber 9073001700 EE (WARLLO vELLOW g
Curvas caracteristicas / Performance curves (28/10/2008)
Fan ErP
data | 2013 | 2015 | PstPal N{min-"]
Installation category B 450 1 r 1000
Efficiency category Total \ T _ 800
VSD must be installed 400 [
. No 1 r
with the fan ] \ L
——— ] N - 600
Specific ratio 1 1 L
350 b
Overall efficiency [%] | 41,0 | 362 | 432 ] AN L 400
Efficiency grade N 46,9 | 42,0 | 49,0 ] 80 Nmax [
Absorbed power [kW] 1,202 300 h :'200
Air volume [m °/h] 4937 ] N :
250 -0
Total pressure [Pa] 360 SFP ] 87 LwaldB(A)]
Speed [RPM] 945 [W/m?3/s] ] 1[A]
] - 2.000 4 200 r5,0
* Data at optimum efficiency 1 Y
working point ] \V/ [
Norma ensayo: ISO 5801:1997 1.600 7 1501 \z / \ 4.0
4 89 -
Test standard: ISO 5801:1997 ] [
Para obtener el espectro de 1.200 1 100 1 ~ — — ' 3,0
potencia (LwA) en dB(A) restar . [
estas correcciones del valor i %\ _// [
encontrado en las curvas 8004 50 1 C 2,0
To obtain the sound power ] [
spectrum (LwA) in dB(A), 400 o1 - // 91 F 1o
bstract th tion val '
B o™ 0 1000 2000 3000 4000 5000 6000 7000 8000 Gym3h]
Correcciones / Corrections
Hz 63 125 250 500 1000 2000 4000 8000
dB 31 19 14 6,5 6,5 5,5 8,5 15,5
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